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DS-3000-Pro Touch Screen Display

Overview
The DS-3000-Pro is a versatile and simple touch screen LCD display that can be used with 
any of our USB or Wireless BLE load cell solutions. It is available in one channel and four 
channel versions. The DS-3000-Pro when powered up launches straight into an application 
that shows available connected USB load cells or Load Cell + USB/wireless BLE Interface 
pairs. A user can select the device to display values from, choose the units in which the values 
are to be displayed (lbs, Kgs, N etc.), zero out any initial values (Tare), set display resolution, 
select number of points to average, and start displaying force/weight information on the LCD 
touch screen. Values are updated at about 10 Hz for crisp and responsive updates.

The devices/configurations supported include:

•	 iLoad/iLoad TR/iLoad Pro USB Capacitive Load Cells

•	 iLoad Mini + DQ-1000U USB Capacitive Load Cell Kit

•	 Any of our resistive load cells paired with the DI-100U USB Load Cell Interface

•	 Any of our resistive load cells paired with the DI-1000U USB Load Cell Interface

•	 Any of our resistive load cells paired with the DI-1000BLE Wireless Load Cell Interface

Note: The load cell and interface pair MUST be calibrated prior to use.

The device is powered by a 5V switchable power adapter that is provided as part of the 
purchase. Connect the sensor+interface devices into the USB port or power up the resistive 
load cell with the interface and then turn on DS-3000-Pro to activate the display. 

If you need to display values from up to 4 load cells on a display, please use our DS-3000-
Pro-4 Touch Screen Display which can show individual as well as the sum of all connected 
USB or BLE load cells.

Specifications

One-Channel
Up to 4 USB load cell+interface pairs can be connected; only 1 can be displayed at 
a time

Four-Channel
Up to 4 USB load cell+interface pairs can be connected; all 4 can be displayed at a 
time

Compatible Load Cells
iLoad Digital, iLoad Pro Digital, iLoad TR & iLoad Mini paired with DQ-1000U or any 
resistive load cell calibrated with compatible USB Interface

Compatible Interfaces
DQ-1000U, DQ-1000UHS, DI-100U, DI-100UHS, DI-1000U, DI-1000UHS, DI-
1000BLE

Input Options USB, BLE

Input Connector USB Type A, Four Available Ports

Power Supply 5V, 2.5A

Display 7" Touch Screen LCD

Display Resolution Options x, x.x, x.xx or x.xxx

Display Units Lbs, Kgs, Newtons
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Ordering Information
Available Configurations

Part No.
No. of 
Channels

Input Features

DS-3000-Pro-1 1
USB/

BLE

Tare, Read, Change 
Units, Peak & Low 
Values, Points to 
Average

DS-3000-Pro-4 4
USB/

BLE

Tare, Read, Change 
Units, Peak and Low 
Values, Individual & Sum 
of all connected load 
cells, Points to Average

DS-3000-Pro-1-BC 1
USB/

BLE

Tare, Read, Change 
Units, Peak & Low 
Values, Points to 
Average, Read Barcode 
& QR Code
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DS-3000-Pro-1 DS-3000-Pro-1-BCDS-3000-Pro-4
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Dimensions

Suggested Configurations

Base

Side Back
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