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Loadstar’

SENSORS

Sensing Made Easy

RAP3 Single Point Load Cell
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8xM8 DEEP 25mm (All dimensions are in mm)
Accuracy Specifications Wiring Information
Accuracy Cable Color Code
Non-linearity +0.03% of Full Scale Red + Excitation
Hysteresis +0.02% of Full Scale Black - Excitation
Non-repeatability +0.02% of Full Scale Green + Signal
White - Signal
Load Cell Specifications Ordering Information
Typical Values Capacity Part No.
Zero Balance 2% of Full Scale 750kg (1650 1b)  RAP3-750M-A
Safe Overload 150% of Full Scale
Ultimate Overload 250% of Full Scale .
Suggested Mounting
Full Scale Output 2+£1%mV/NV
Input Impedance 390 +30 Q
Output Impedance 350 +4 Q
Insulation 25000 MQ /50 V DC

Recommended Excitation Voltage 10V DC

14 to 100 °F
Compensated Temperature Range (1010 40 °C)
Temperature Effect on Zero 45 ppm/of F.S. / °C
Temperature Effect on Span 20 ppm/of F.S. / °C

This load cell is available as a weigh module for tank
weighing applications.

Recommended Interfaces

DI-100U/DI-1000U DI-1000ZP/DI-1000WiFi/ Al-1000/AI-1000-CV DS-3000-Pro/DS-4000-Pro
Digital Load Cell Interface DI-1000-BLE Signal Conditioner Touch Screen Display
Wireless Load Cell Interface
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Wireless Load Cell Configuration

WIRELESS ))) -

RAP3 DI-1000ZP (24 bit) LV-1000
DI-1000 BLE (24 bit)
DI-1000 WiFi (24 bit)
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USB Load Cell Configuration

RAP3 DI-100U (16 bit) LV-1000
DI-1000U (24 bit)

Touch Screen Display Configuration
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Analog Load Cell Configuration
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RAP3 Al-1000
Al-1000-CV

www.loadstarsensors.com « sales@loadstarsensors.com * Specifications subject to change without notice.
© 2020 Loadstar Sensors - 48521 Warm Springs Blvd., Suite 308, Fremont, CA 94539 - P: (510) 274-1-USB or (510) 274-1872 F: (510) 952-3700 54



	rap3 - 1.pdf
	rap3 - 2.pdf

